BI-010A 


SERIAL/PARALLEL CARD 


USER’S MANUAL 


Serial/Parallel Card is a half size IBM PC—AT compatible I/O card. It contains 
two RS232C serial ports and two parallel printer ports. It plugs into a system 


board expansion slot. 


BLOCK DIAGRAM 


SWITCH SETTING (Off= Enable) 


Pin Port Port 
Number Addr Name 


1 3F8H COMI 
2 378H LPT2 
3 2F8H COM2 
4 278H LPT3 


WIRING DIAGRAM 
(Serial port) 


Signal J2 & J3 DB25P 
Name Connector Connector 
an 
DCD 1 8 
RX 2 3 
TX 3 2 
DTR 4 20 
GND 5 7 
DSR 6 6 
RTS 7 4 
CTS 8 5 
RI 9 22 


WIRING DIAGRAM 
(Parallel port) 


Line Name J1 & J4 Connector 
SS ee 
STROBE 1 
DO 2 
Di 3 
D2 4 
D3 5 
D4 6 
DS 7 
D6 8 
D7 9 
—ACK 10 
BUSY 11 
PE 12 
SLCT 13 
—AUTOFD 14 
—ERROR 15 
—INIT 16 
—SLCT IN 17 
GROUND (18-25) 


PARALLEL PORT—SYSTEM CONSIDERATION 


Your IBM PC—AT allows installation of up to three parallel ports. These ports 
are called: LPT1, LPT2 and LPT3. If your system already had a printer port 3BCH 
(for example : Monochrome/Printer Adapter resident), then 378H will be LPT2 and 
278H will be LPT3 when your Serial/Parallel card installed. If the 3BCH port is 
not resident, then 378H will be LPT1 and 278H will be LPT2 on your Serial/ 
Parallel card. 


